Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA timber internally-fitted frame, for mounting between walls, 73 x 50 mm, for rebated doors per DIN 18101, retrofitted MDF or multiplex core, for concealed installation in the frame rebate. Integrated mitre with special corner joint, hinge recess of metal, suitable for V 3400 WF or V 4400 WF with shortened hinge pins, striking plate. 

Dimensions (width/height/wall)

______________________

Surface finish



______________________

Edging




______________________

Alternative configuration/

______________________

Optional extras

*exklusiv version available

______________________

No. of pcs.
__________

