Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA fire-resistant moulded door frame, 25 mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA fire-resistant moulded door frame, 25 mm thick, for flush doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA fire-resistant moulded door frame, 25 mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA fire-resistant moulded door frame, 25 mm thick, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame for later installation, 3-part, primed, for rebated doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame for later installation, 3-part, primed, for flush doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel corner frame, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA fire-resistant moulded door frame, 25 mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA fire-resistant moulded door frame, 25 mm thick, for flush doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA fire-resistant moulded door frame, 25 mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA fire-resistant moulded door frame, 25 mm thick, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel corner frame, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel wrap-around frame, primed, for double-rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel wrap-around frame, primed, for double-rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm
Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel wrap-around frame 2-part, primed, for double-rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel wrap-around frame 2-part, primed, for double-rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA commercial door frame, for double-rebated doors, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA commercial door frame, for double-rebated doors, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel wrap-around frame for later installation, 3-part, primed, for double-rebated doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel corner frame, primed, for double-rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel face-fixed door frame, primed, for double-rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA timber face-fixed door frame for double-rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA commercial door frame, for rebated doors, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA commercial door frame, for flush doors, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA commercial door frame, for rebated doors, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA commercial door frame, for flush doors, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for flush doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 3

5/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for flush doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof- Door T 90-1 "HUGA 7" per DIN 4102, approval No. Z-6.15-1796, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof-Door T 90-1 "HUGA 7" Framework of hardwood edging with foaming agent. Door thickness approx. 67/68 mm, special combination inlay core, HDF-facing, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK I with GCO SK II, thermal rating III per RAL-RG 426-T1

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof- Door T 90-1 "HUGA 7" per DIN 4102, approval No. Z-6.15-1796, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof-Door T 90-1 "HUGA 7" Framework of hardwood edging with foaming agent. Door thickness approx. 67/68 mm, special combination inlay core, HDF-facing, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK I with GCO SK II, thermal rating III per RAL-RG 426-T1

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof- Door T 90-1 "HUGA 7" per DIN 4102, approval No. Z-6.15-1796, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof-Door T 90-1 "HUGA 7" Framework of hardwood edging with foaming agent. Door thickness approx. 67/68 mm, special combination inlay core, HDF-facing, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK I with GCO SK II, thermal rating III per RAL-RG 426-T1

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

