HUGA Standard door type 26, thermal rating I, stress group N, pre-hung per DIN 18101, appropriate for HUGA moulded frames in the same finish or standard steel frames.  Framework of solid timber/timber derivative, reinforced. Door thickness approx. 39/40 mm, tubular chipboard core, particle board/HDF casing, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0020 WF nickel-plated.

HUGA Standard door type 26, thermal rating I, stress group N, pre-hung per DIN 18101, appropriate for HUGA moulded frames in the same finish or standard steel frames. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 39/40 mm, honeycomb core, particle board/HDF casing, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0020 WF nickel-plated.

HUGA Standard door with glass cut-out, pre-hung per DIN 18101, appropriate for HUGA moulded frames in the same finish or standard steel frames. Framework of solid timber/timber derivative. Door thickness approx. 39/40 mm, solid chipboard core, particle board/HDF casing, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0020 WF nickel-plated. Glass cut-out per DIN 68706, glazing beads appropriate for the surface finish.

HUGA Standard door type 33, thermal rating I, stress group M, pre-hung per DIN 18101, appropriate for HUGA moulded frames in the same finish or standard steel frames.  Framework of solid timber/timber derivative. Door thickness approx. 39/40 mm, tubular chipboard core, particle board/HDF casing, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0020 WF or  V 0026 WF nickel-plated (for 985 mm door width).

HUGA Standard door type 35, thermal rating I, stress group M, pre-hung per DIN 18101, appropriate for HUGA moulded frames in the same finish or standard steel frames.  Framework of solid timber/timber derivative. Door thickness approx. 39/40 mm, solid chipboard core, particle board/HDF casing, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0026 WF nickel-plated.

HUGA Standard door type 41, thermal rating I, stress group M, pre-hung per DIN 18101, appropriate for HUGA moulded frames in the same finish or standard steel frames.   Framework of solid timber/timber derivative, reinforced. Door thickness approx. 39/40 mm, 3 x solid chipboard panel core, particle board/HDF casing, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0026 WF nickel-plated. 

HUGA Standard door type 42 double rebate, per DIN 18101, thermal rating I, stress group M, appropriate for HUGA double rebated frame or steel double rebated frame. Framework of 60 mm hardwood. Door thickness approx. 68 mm, composite board core, HDF/MDF-casing, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VS 3939 nickel-plated.

HUGA Standard door double leaf type 26, thermal rating I, stress group N, pre-hung per DIN 18101, appropriate for HUGA moulded frames with the same finish or standard steel frames. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 39/40 mm, tubular chipboard spacer or honeycomb core, particle board/HDF casing, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 1, BB-punched, inactive leaf: Back check with light flush bolt, moulded rebate profile and striking plate, hinges 2 x V 0020 WF nickel-plated per leaf.

HUGA TGL, thermal rating I, stress group N, appropriate for steel door frames in precast concrete structures (TGL-standard). Framework of solid timber/timber derivative, reinforced. Door thickness approx. 39/40 mm, rebate 13 x 23 mm, honeycomb core, particle board casing, D2 class adhesive per DIN EN 204. TGL lock, class 1, BB-punched 18/55, without hinges.

HUGA Ö-Standard door, thermal rating I, stress group N, pre-hung, appropriate for standard Austrian steel frames. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 39/40 mm, tubular chipboard spacer or honeycomb core, particle board/HDF casing, D2 class adhesive per DIN EN 204. Lock per Austrian standard, class 1, choice of hinges, hinge fitting per Austrian standard.

HUGA Soundproof door WIT SK I, noise level reduction rating I per DIN 4109, thermal rating I, stress group M, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced.  Door thickness approx. 40 mm, core 2 X solid chipboard panel, HDF/MDF-casing, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x V 0026 WF nickel-plated.  Floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA Soundproof door WIT SK I with glass cut-out, noise level reduction rating I per DIN 4109, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative.  Door thickness approx. 40 mm, solid chipboard panel core, HDF/MDF-casing, D2 class adhesive per DIN EN 204.  Glass cut-out rectangular, with Phonstop 22/37 glass, 22 mm, clear. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x V 0026 WF nickel-plated. Floor seal retractable:  SKI (noise control level in testing = 34 dB).
HUGA Soundproof door WIT ST SK I, flush, noise level reduction rating I per DIN 4109, thermal rating I, stress group M, appropriate for flush standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced.  Door thickness approx. 40 mm, core 2 x solid chipboard panel, HDF/MDF-casing, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VX 7729/100 nickel-plated, floor seal retractable.

HUGA Soundproof door WIT SK II, noise level reduction rating II per DIN 4109, thermal rating I, stress group M, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced.  Door thickness approx. 40 mm, core 3 x solid chipboard panel, HDF/MDF-casing, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x V 0026WF  nickel-plated. Floor seal retractable: SKII (noise control level in testing = 37 dB).

HUGA Soundproof door WIT ST SK II, flush, noise level reduction rating II per DIN 4109, thermal rating I, stress group S, appropriate for flush standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced.  Door thickness approx. 46 mm, core 3 x solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VX 7729/100 nickel-plated, floor seal retractable: SK II (noise control level in testing = 37 dB).
HUGA Soundproof door WIT SK III, noise level reduction rating III per DIN 4109, thermal rating I, stress group M, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel.  Framework of solid timber/timber derivative, reinforced.  Door thickness approx. 46 mm, core special sound insulation panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VS 3939 nickel-plated, door rebate seal around 3-sides, floor seal retractable: SK III (noise control level in testing = 42 dB).

HUGA Soundproof door WIT double rebate SK III, noise level reduction rating III per DIN 4109, thermal rating II, stress group S, appropriate for HUGA double-rebated door frames or steel double-rebated door frames. Framework of 60 mm hardwood. Door thickness approx. 70 mm, composite board core, double facing or MDF/HDF casing, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VS 3939 nickel-plated, floor seal retractable:  SK III (noise control level in testing = 42 dB).

HUGA Soundproof door WIT double rebate SK III plus, noise level reduction rating III per DIN 4109, thermal rating II, stress group S, appropriate for HUGA double-rebated door frames or steel double-rebated door frames. Framework of 60 mm hardwood. Door thickness approx. 74 mm, composite board core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VS 3939 nickel-plated, door rebate seal around 3-sides, 2 retractable floor seals: SK III (noise control level in testing = 45 dB).

HUGA Soundproof door WIT ST SK III, flush with jamb rebate, noise level reduction rating III per DIN 4109, thermal rating I, stress group S, appropriate for flush double-rebated door frames of timber or steel. Framework of solid timber/timber derivative.  Door thickness approx. 58 mm, core special sound insulation panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VX 7729/120 nickel-plated, 2 x retractable floor seals:  SK III (noise control level in testing = 42 dB).

HUGA Apartment Entrance Door WET K2, thermal rating II, stress group S, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 42 mm, core solid chipboard panel, double facing K2, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x V 0026 WF nickel-plated.

HUGA Apartment Entrance Door WET K2 SK II, noise level reduction rating II per DIN 4109, thermal rating II, stress group S, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 42 mm, core 3 x solid chipboard panel, double facing K2, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x V 0026 WF nickel-plated, floor seal retractable: SK II (noise control level in testing = 37 dB).

HUGA Apartment Entrance Door WET K2 SK III, noise level reduction rating III per DIN 4109, thermal rating II, stress group S, pre-hung per DIN 18101, appropriate for standard door frames or timber or steel. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 46 mm, core special sound insulation panel, double facing K2, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VS 3939 nickel-plated, door rebate seal around 3 sides, floor seal retractable: SK III (noise control level in testing = 42 dB).
HUGA Apartment Entrance Door WET K3, thermal rating III, stress group S, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 47 mm, core solid chipboard panel, double facing K3, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob,  punched for profile cylinder, hinges 2 x V 0026 WF nickel-plated.
HUGA Apartment Entrance Door WET K3 SK II, noise level reduction rating II per DIN 4109, thermal rating III, stress group S, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 47 mm, core 3 x solid chipboard panel, double facing K3, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x V 0026 WF nickel-plated, floor seal retractable: SK II (noise control level in testing = 37 dB).

HUGA Apartment Entrance Door WET K3 SK III, noise level reduction rating III per DIN 4109, thermal rating III, stress group S, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 47 mm, core special sound insulation panel, double facing K3, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VS 3939 nickel-plated, door rebate seal around 3 sides, floor seal retractable: SK III (noise control level in testing = 42 dB).
HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2 moulded door frame, 25 mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2 moulded door frame, 25 mm thick, for flush doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2 commercial door frame, for double-rebated doors, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2 timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2 steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2 steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2 steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2 steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2 steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2_steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2 steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2 steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

HUGA Burglar-resistant element WK 2 per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.
HUGA Burglar-resistant Door WK 2Framework of 40 mm framing timber, reinforced. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock class 3, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739.

HUGA WK2 steel corner frame, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

HUGA Burglar-resistant element WK 3* per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.

HUGA Burglar-resistant Door WK 3 Framework of hardwood. Door thickness approx. 72 mm, composite board core, double facing, D2 class adhesive per DIN EN 204. Three-point lock, punched for profile cylinder, backset 65 mm, class 3, hinges 2 x VS 3739 S nickel-plated, anti-lift-out device.

HUGA WK3 moulded door frame, 25 mm thick, for double-rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

HUGA Burglar-resistant element WK 3* per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.

HUGA Burglar-resistant Door WK 3 Framework of hardwood. Door thickness approx. 72 mm, composite board core, double facing, D2 class adhesive per DIN EN 204. Three-point lock, punched for profile cylinder, backset 65 mm, class 3, hinges 2 x VS 3739 S nickel-plated, anti-lift-out device.

HUGA WK3 steel wrap-around frame, primed, for double-rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

HUGA Burglar-resistant element WK 3* per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.

HUGA Burglar-resistant Door WK 3 Framework of hardwood. Door thickness approx. 72 mm, composite board core, double facing, D2 class adhesive per DIN EN 204. Three-point lock, punched for profile cylinder, backset 65 mm, class 3, hinges 2 x VS 3739 S nickel-plated, anti-lift-out device.

HUGA WK3 steel wrap-around frame 2-part, primed, for double-rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

HUGA Burglar-resistant element WK 3* per EN V DIN V 1627 ff., thermal rating I, stress group S. The burglar-resistant element forms a single unit of HUGA door leaf and frame with special security fittings and inspection plate.

HUGA Burglar-resistant Door WK 3 Framework of hardwood. Door thickness approx. 72 mm, composite board core, double facing, D2 class adhesive per DIN EN 204. Three-point lock, punched for profile cylinder, backset 65 mm, class 3, hinges 2 x VS 3739 S nickel-plated, anti-lift-out device.

HUGA WK3 steel corner frame, primed, for double-rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA fire-resistant moulded door frame, 25 mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA fire-resistant moulded door frame, 25 mm thick, for flush doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA fire-resistant moulded door frame, 25 mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA fire-resistant moulded door frame, 25 mm thick, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame for later installation, 3-part, primed, for rebated doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame for later installation, 3-part, primed, for flush doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 6" per DIN 4102, approval No. Z-6.16-1588. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 6" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.

HUGA steel corner frame, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA fire-resistant moulded door frame, 25 mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA fire-resistant moulded door frame, 25 mm thick, for flush doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA fire-resistant moulded door frame, 25 mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA fire-resistant moulded door frame, 25 mm thick, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel corner frame, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Multifunctional-element T 30-1 "HUGA M1" per DIN 4102, approval No. Z-6.16-1632, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Multifunctional- Door T 30-1 "HUGA M1" Framework of hardwood edging with foaming agent. Door thickness approx. 45 mm, special solid panel core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smokeproofing, sound insulation SK I, burglar-proofing WK 2* per EN V 1627, thermal rating III per RALRG 426-T1

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel wrap-around frame, primed, for double-rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel wrap-around frame, primed, for double-rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm
Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel wrap-around frame 2-part, primed, for double-rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel wrap-around frame 2-part, primed, for double-rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA commercial door frame, for double-rebated doors, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA commercial door frame, for double-rebated doors, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel wrap-around frame for later installation, 3-part, primed, for double-rebated doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel corner frame, primed, for double-rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA steel face-fixed door frame, primed, for double-rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Multifunctional-element T 30-1 "HUGA M2" per DIN 4102, approval No. Z-6.16-1724, thermal rating II, stress group S. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Multifunctional- Door T 30-1 "HUGA M2" Framework of hardwood edging with foaming agent. Door thickness approx. 68 mm, combination-inlay core, HDF/MDF-facing K2, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK III with GCO and/or face-fitted frame SK II, burglar-proofing WK 2 per EN V DIN V 1627 ff, thermal rating III per RAL-RG 426-T1
HUGA timber face-fixed door frame for double-rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA commercial door frame, for rebated doors, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA commercial door frame, for flush doors, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA commercial door frame, for rebated doors, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

Fireproof - element T 30-2 "HUGA 3" per DIN 4102, approval No. Z-6.16-1265. The fireproof element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.
Fireproof - Door T 30-2 "HUGA 3" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, core of special solid panel, HDF/MDF facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.

HUGA commercial door frame, for flush doors, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board. Split jamb system, adjustable 15 mm, architraves 16 x 60 mm with mitre joint, integrated hinge recess for hinge components and striking plate, ready for wall mounting and trim prepared for subsequent bonding.

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for flush doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 3

5/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof - element T 30-1 "HUGA 4" per DIN 4102, approval No. Z-6.16-1301, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof - Door T 30-1 "HUGA 4" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame, primed, for flush doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof-element T 30-2 "HUGA 5" per DIN 4102, approval No. Z-6.16-1388, ceiling-height with top face plate. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof- Door T 30-2 "HUGA 5" Framework of hardwood edging with foaming agent. Door thickness approx. 44/45 mm, special solid panel core, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured.
HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof- Door T 90-1 "HUGA 7" per DIN 4102, approval No. Z-6.15-1796, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof-Door T 90-1 "HUGA 7" Framework of hardwood edging with foaming agent. Door thickness approx. 67/68 mm, special combination inlay core, HDF-facing, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK I with GCO SK II, thermal rating III per RAL-RG 426-T1

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Fireproof- Door T 90-1 "HUGA 7" per DIN 4102, approval No. Z-6.15-1796, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof-Door T 90-1 "HUGA 7" Framework of hardwood edging with foaming agent. Door thickness approx. 67/68 mm, special combination inlay core, HDF-facing, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK I with GCO SK II, thermal rating III per RAL-RG 426-T1

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Fireproof- Door T 90-1 "HUGA 7" per DIN 4102, approval No. Z-6.15-1796, thermal rating II, stress group S. The fireproof-element forms a single unit of HUGA door leaf and frame with special fittings and approval plate.

Fireproof-Door T 90-1 "HUGA 7" Framework of hardwood edging with foaming agent. Door thickness approx. 67/68 mm, special combination inlay core, HDF-facing, D2 class adhesive per DIN EN 204, lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VX 7939/160 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured. Multiple functions:  smoke-proofing, sound insulation SK I with GCO SK II, thermal rating III per RAL-RG 426-T1

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA timber internally-fitted frame, for mounting between walls, 73 x 50 mm, for rebated doors per DIN 18101, retrofitted MDF or multiplex core, for concealed installation in the frame rebate. Integrated mitre with special corner joint, hinge recess of metal, suitable for V 3400 WF or V 4400 WF with shortened hinge pins, striking plate. 

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame for later installation, 3-part, primed, for rebated doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA timber internally-fitted frame, for mounting between walls, 73 x 50 mm, for rebated doors per DIN 18101, retrofitted MDF or multiplex core, for concealed installation in the frame rebate. Integrated mitre with special corner joint, hinge recess of metal, suitable for V 3400 WF or V 4400 WF with shortened hinge pins, striking plate. 

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA smoke-proof moulded door frame, 25mm thick, for flush doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA smoke-proof moulded door frame, 25mm thick, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel corner frame, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame for later installation, 3-part, primed, for rebated doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame for later installation, 3-part, primed, for flush doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame for later installation, 3-part, primed, for rebated doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame for later installation, 3-part, primed, for rebated doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

HUGA bullet-resistant door, M2 rating, thermal rating I, stress group M, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Door thickness approx. 40 mm, Delignit-Panzerholz (bullet-resistant) core, HDF/MDF-face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VS 3739 nickel-plated.

HUGA bullet-resistant door, M3 rating, thermal rating I, stress group M, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel.  Door thickness approx. 43 mm, Delignit-Panzerholz (bullet-resistant) core, HDF/MDF-face, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VS 3739 nickel-plated.

HUGA moisture-resistant door F K1 (type 33), thermal rating I, stress group M, pre-hung per DIN 18101, appropriate for standard metal door frames (suitable for damp rooms). Framework of 40 mm wide framing timber.  Door thickness approx. 39-40 mm, tubular chipboard core, particle board/HDF face, D2 class adhesive per DIN EN 204.  Lock DIN 18251 PZ 20/55, non-rust lock plate (suitable for damp areas), hinges 2 x V 0020 TOPZINK (suitable for damp areas) or V 0026 WF (for doors 985 mm wide).

HUGA moisture-resistant door F K2, thermal rating II, stress group S, pre-hung per DIN 18101, appropriate for standard metal door frames (suitable for damp areas). Framework of 40 mm framing timber, reinforced. Door thickness approx. 43-45 mm, solid chipboard panel core, special K2 double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 3, PZ 20/55, non-rust lock plate (suitable for damp areas), hinges 2 x V 0026 WF TOPZINK (suitable for damp areas).

HUGA moisture-resistant door F K3, thermal rating III, stress group S, pre-hung per DIN 18101, appropriate for standard metal door frames (suitable for damp areas).  Framework of 40 mm framing timber, reinforced. Door thickness approx. 47 mm, solid chipboard panel core, special K3 double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 3, PZ 20/55, non-rust stainless steel lock plate (suitable for damp areas), hinges 2 x V 0026 WF TOPZINK (suitable for damp areas). 

HUGA wet room door, for rooms subject to frequent splashing and high levels of humidity, pre-hung per DIN 18101, appropriate for standard steel door frames. Moulded framework of light blue duroplastic, reinforced. Door thickness approx. 41 mm, fine polyurethane block core with special covering panels, Core and HPL face panel glued with D3 class adhesive per DIN EN 204, watertight due to moulded frame. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, non-rust lock plate, hinges 2 x V 0030 stainless steel.

HUGA radiation-safe door, per DIN 6834 for rooms used for medical purposes, pre-hung per DIN 18101, appropriate for standard frames of timber or steel. Framework of 40 mm hardwood, reinforced.  Door thickness approx. 46 mm, core tubular chipboard panel, double facing with bonded lead inlay, lead equivalent 1.0 mm, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VS 3739 nickel-plated.

HUGA cavity sliding door element, single or double HUGA standard door flush, consisting of HUGA moulded passageway-type door frame, as per diagram, with slide rail cover as desired, door leaf grooved. Flush pull FSB 4212 silver-coloured, lock case with pushbutton-release pull ring, sliding door lock if desired. 

HUGA surface sliding door element, for single or double HUGA sliding door, consisting of HUGA sliding door frame, casing type A, B or C, track such as Tiger Alu 80 type HUGA, door leaf grooved. Flush pull FSB 4212 silver-coloured, and sliding door lock if desired.

HUGA sliding door element "twinto", passageway-type, consisting of special HUGA door frame, sliding door with brush and seal. Sliding door track Tiger Alu 80 mf type HUGA with slide rail cover, inactive sliding door leaf matching active leaf, flush pull FSB 4212 silver-coloured, sliding door lock if desired. 
HUGA cavity sliding door element system, single or double HUGA door, flush, consisting of HUGA sliding door frame for system, door leaf grooved. Flush pull FSB 4212 silver-coloured, lock case with pushbutton-release pull ring, sliding door lock available. 

HUGA surface sliding door system "techno", timber, for single or double HUGA sliding door, consisting of door leaf, HUGA sliding door fitting "techno", flush pull round 69 mm matt stainless steel, and sliding door lock if desired. Passageway-type door frame available on request.

(Please use the order form when ordering)

HUGA surface sliding door system "techno", glass, for single or double HUGA all-glass sliding door, consisting of door leaf, HUGA sliding door fitting "techno", flush pull round 69 mm matt stainless steel, and sliding door lock if desired. Passageway-type door frame available on request.

(Please use the order form when ordering)

HUGA classical door "Klassik", coffered look "BK", thermal rating I, stress group N, pre-hung per DIN 18101, appropriate for HUGA moulded door frames with the same finish or standard steel frames. Frame-veneered door, matching per order, profiled surface-mounted mouldings, upper panel curved. Framework of solid timber/timber derivative, reinforced.  Door thickness approx. 39/40 mm, type 26 tubular chipboard spacer core, particle board face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 3420 ZK gold-coated.  

HUGA classical door "Klassik" classical style "BS", thermal rating I, stress group N, pre-hung per DIN 18101, appropriate for HUGA moulded frames with the same finish or standard steel frames.  Matching veneer, profiled surface-mounted mouldings, upper panel curved. Framework of solid timber/timber derivative, reinforced.  Door thickness approx. 39/40 mm, type 26 tubular chipboard spacer core, particle board face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 3420 ZK gold-coated.  
HUGA classical door "Klassik", Exklusiv style "ES", pre-hung per DIN 18101, appropriate for HUGA moulded frames with the same finish or standard steel frames.  Frame-veneered door, matching per order, panels with profiled double layer of veneered hard particle board, upper panel curved, concealed crosswise-faced edge-band on 3 sides. Framework of solid timber/timber derivative, reinforced.  Door thickness approx. 39/40 mm, type 35 solid chipboard core, particle board face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 3420 ZK gold-coated. 

HUGA classical door "Klassik", Variant style "VS", pre-hung per DIN 18101, appropriate for HUGA moulded frames with the same finish or standard steel frames.  Frame-veneered door, matching per order, panels with profiled double layer of veneered laminated wood panel, upper panel curved, concealed crosswise-faced edge-band on 2 sides. Framework of solid timber/timber derivative, reinforced.  Door thickness approx. 39/40 mm, type 35 solid chipboard core, particle board face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 3420 ZK gold-coated. 

HUGA classical door "Akzent", coffered look "BK", pre-hung per DIN 18101, appropriate for HUGA moulded frames with the same finish or standard steel frames.  Frame-veneered door, matching per order, panels with profiled double layer of veneered hard particle board, upper panel curved. Framework of solid timber/timber derivative, reinforced.   Door thickness approx. 39/40 mm, type 35 solid chipboard core, particle board face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 3420 ZK gold-coated. 

HUGA classical Landhaus door "Akzent", "BK-L", pre-hung per DIN 18101, appropriate for HUGA moulded frames with the same finish or standard steel frames.  Frame-veneered door, profiled inset mouldings, top panels straight-cut. Versions: Classical door Landhaus 1, Classical door Landhaus 4, Classical door Landhaus 5, Classical door Landhaus 9. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 39/40 mm, type 35 solid chipboard core, particle board/HDF face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0020 nickel-plated.

HUGA classical door "Akzent", coffered look "BS", pre-hung per DIN 18101, appropriate for HUGA moulded frames with the same finish or standard steel frames.  Genuine timber-veneered, matching per order, panels with profiled double layer of veneered hard particle board, upper panel curved. Framework of solid timber/timber derivative, reinforced.  Door thickness approx. 39/40 mm, type 35 solid chipboard core, particle board face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 3420 ZK gold-coated. 

HUGA classical Landhaus door "Akzent", "BS-L", pre-hung per DIN 18101, appropriate for HUGA moulded frames in the same finish or standard steel frames.  Veneered as a single unit, profiled inset mouldings, top panels straight cut. Versions: Classical door Landhaus 1, Classical door Landhaus 9. Framework of solid timber/timber derivative. Door thickness approx. 39/40 mm, type 35 solid chipboard core, particle board/HDF face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0020 nickel-plated.

HUGA classical door "Karat-Plus", thermal rating I, stress group N, pre-hung per DIN 18101, appropriate for HUGA moulded frames with the same finish or standard steel frames.  Profiled surface-mounted mouldings, top panels straight cut. Versions: KARAT-Plus 1 or  KARAT-Plus 2. Framework of solid timber/timber derivative, reinforced.  Door thickness approx. 39/40 mm, type 26 honeycomb core, particle board face with special direct-coated surface finish, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0020 nickel-plated.

HUGA classical door "DURAT-Plus", thermal rating I, stress group N, pre-hung per DIN 18101, appropriate for HUGA moulded frames with the same finish or standard steel frames.  Profiled surface-mounted mouldings, top panels straight cut. Versions: DURAT-Plus 1, DURAT-Plus 2, DURAT-Plus 3, DURAT-Plus 7 or  DURAT-Plus. Framework of solid timber/timber derivative, reinforced.  Door thickness approx. 39/40 mm, type 26 honeycomb core, particle board face, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0020 nickel-plated. 

HUGA classical DURAT-Landhaus door, pre-hung per DIN 18101, appropriate for HUGA moulded door frames with the same surface finish or moulded steel frames. Profiled inset mouldings, top panels straight cut. Versions: DURAT-Landhaus 1, DURAT-Landhaus 4, DURAT-Landhaus 5 or DURAT-Landhaus 9. Framework of solid timber/timber derivative.  Door thickness approx. 39/40 mm, type 35 solid chipboard panel core, particle board face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0026 nickel-plated.

HUGA classical door "Varia", thermal rating I, stress group N, pre-hung per DIN 18101, appropriate for HUGA moulded frames with the same finish or standard steel frames.  Profiled surface-mounted mouldings, triangular design, top panels straight cut. Versions: Varia 1, Varia 6, Varia 7 or Varia 8. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 39/40 mm, type 26 tubular chipboard spacer core, particle board face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0026 WF nickel-plated. 

HUGA designer door "Signum", thermal rating I, stress group M, pre-hung per DIN 18101, appropriate for HUGA moulded frames with the same finish or standard steel frames.  Smooth surface finish with V-groove. Versions: Signum 1, Signum 2, Signum 3, Signum 4, Signum 5 or Signum ..., available with appliques per HUGA-colour chart, framework of solid timber/timber derivative, reinforced. Door thickness approx. 39/40 mm, type 33 tubular chipboard panel core, HDF face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0020 nickel-plated.

HUGA "Sueno" glass designer door, pre-hung, appropriate for HUGA moulded door frames or steel frame with special Sueno sealing strip (registered with the German Patents Authority). Side friezes of composite board 35 mm. Door thickness approx. 40 mm, ESG safety glass core, HDF face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0026 WF ball-tip chrome-plated or flat-tip nickel-plated.

HUGA "Riva" glass designer door, pre-hung, appropriate for HUGA moulded door frames or steel frame. Composite board framework. Door thickness approx. 40 mm, ESG safety glass core, HDF face, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0026 WF ball-tip chrome-plated or flat-tip nickel-plated. 

HUGA designer door "Tarsio", thermal rating I, stress group M, pre-hung per DIN 18101, appropriate for HUGA moulded frames with the same finish or standard steel frames.  Smooth surface finish with marquetry work, framework of solid timber/timber derivative, reinforced. Door thickness approx. 39/40 mm, type 33 tubular chipboard panel core, particle board/HDF face, D2 class adhesive per DIN EN 204.  Lock DIN 18251, class 1, BB-punched, hinges 2 x V 0020 nickel-plated. 

HUGA moulded door frame, stress group "M" per RAL-RG 426,  for rebated doors per DIN 18101, jamb and architraves of high quality E1 particle board, 25 mm thick. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm; split jamb system. Integrated hinge recess for the hinge washers V 3400 WF and striking plate. 

HUGA moulded door frame Exklusiv, stress group "M" per RAL-RG 426 for rebated doors per DIN 18101, jamb and architraves of high quality E1 particle board, 25 mm thick. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm; split jamb system rounded. Jamb with soft-formed edge. Integrated hinge recess for the hinge washers V 3400 WF and striking plate. 

HUGA moulded door frame flush, jamb und architraves of high quality E1 particle board, 25 mm thick. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm; split jamb system. Special-3D hinge recesses integrated for the hinges und striking plate.

HUGA moulded passageway-type door frame, jamb und architraves of high quality E1 particle board, 25 mm thick.  Architrave 16 x 60 mm, decorative architrave adjustable 30 mm; split jamb system. Jamb und architrave not bonded, to allow symmetrical mounting.

HUGA moulded double door frame, stress group "M" per RAL-RG 426, for rebated doors per DIN 18101, jamb and architraves of high quality E1 particle board, 25 mm thick.  Architrave 16 x 60 mm, adjustable 20 mm; split jamb system. Integrated hinge recess for the hinge washers V 3400 WF and striking plate. Minimum wall thickness 165 mm.

HUGA moulded door frame ceiling-height, stress group "M" per RAL-RG 426, for rebated doors per DIN 18101, jamb and architraves of high quality E1 particle board, 25 mm thick.  Architrave 16 x 60 mm, decorative architrave adjustable 15 mm; split jamb system. Frame with transom for top light or top face plate, or without transom for counter-rebated face plate/door leaf. Integrated hinge recess for the hinge washers V 3400 WF and striking plate.

HUGA moulded door frame ceiling-height, flush to the ceiling, for rebated doors per DIN 18101, jamb and architraves of high quality E1 particle board, 25 mm thick. Upright architraves 16 x 60 mm, adjustable 15 mm; split jamb system. Frame with transom for top light or top face plate, or without transom for counter-rebated face plate/door leaf. Integrated hinge recess for the hinge washers V 3400 WF and striking plate. 

HUGA moulded door frame as vestibule element, top light and side panel ready for glazing. Jamb and architraves of high quality E1 particle board. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm; split jamb system. Transom and stabiliser 110 x 68 mm. Skirting heights 100/247/400 mm. Integrated hinge recess for the hinge washers V 3400 WF and striking plate. 

HUGA moulded door frame double rebate, jamb, architraves and screen of high quality E1 particle board, 25 mm thick, for rebated doors per DIN 18101, architrave 16 x 60 mm, decorative architrave adjustable 15 mm;  Rebate architrave and jamb firmly bonded; split jamb system. Hinge recesses integrated for hinges VS 3939 and striking plate.

HUGA Variant-frame per DIN 18101. Jamb ready for installation and screen prepared for subsequent bonding. Total thickness approx. 26 mm. Jamb and architraves of high quality E1 particle board. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm, split jamb system.  Steel hinge recesses integrated for the hinge washers V 3400 WF and striking plate.

HUGA Variant commercial door frame, stress group "S" per RAL-RG 426 for heavy doors per DIN 18101. Jamb ready for installation and screen prepared for subsequent bonding. Total thickness approx. 26 mm. Jamb and architraves of high quality E1 particle board. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm, split jamb system.  Hinge recesses and striking plate fitted for attachment to the wall. 

HUGA Variant commercial door frame flush, for flush doors. Jamb ready for installation and screen prepared for subsequent bonding. Total thickness approx. 26 mm. Jamb and architraves of high quality E1 particle board. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm, split jamb system. Hinge recesses VX 7602 3D with cover angle and special flush striking plate fitted, for attachment to the wall. 

HUGA Variant commercial double rebate flush-closing door frame, stress group "S" per RAL-RG 426 for flush-closing doors. Jamb ready for installation and screen prepared for subsequent bonding. Total thickness approx. 39 mm. Jamb and architraves of high quality E1 particle board; split jamb system. Decorative architrave 15 mm adjustable.  Hinge recesses VX 7602 3D with fitted cover angle and special flush striking plate, for attachment to the wall.

HUGA steel retrofitted door frame, 25 mm thick, for mounting over existing steel frames. Jamb and architraves of high quality E1 particle board; rebate architrave and jamb firmly bonded, architraves 28 x 80 mm, decorative architrave adjustable 15 mm, split jamb system. Integrated steel hinge recesses and striking plate.

HUGA timber face-fixed frame, for mounting on the wall, 73 x 50 mm, for rebated doors per DIN 18101, retrofitted MDF or multiplex core, for visible or concealed installation. Integrated mitre with special corner joint, hinge recess of metal, appropriate for V 8000 WF U or 8100 WF U, striking plate.

HUGA timber internally-fitted frame, for mounting between walls, 73 x 50 mm, for rebated doors per DIN 18101, retrofitted MDF or multiplex core, for concealed installation in the frame rebate. Integrated mitre with special corner joint, hinge recess of metal, suitable for V 3400 WF or V 4400 WF with shortened hinge pins, striking plate. 

HUGA steel face-fixed frame NL-1 / NL-2, for rebated doors per DIN 18101, option of TGL dimensions, metal 1.5 mm thick, architrave widths 60/75 mm,  4 mounting holes each side.
