Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA timber internally-fitted frame, for mounting between walls, 73 x 50 mm, for rebated doors per DIN 18101, retrofitted MDF or multiplex core, for concealed installation in the frame rebate. Integrated mitre with special corner joint, hinge recess of metal, suitable for V 3400 WF or V 4400 WF with shortened hinge pins, striking plate. 

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame for later installation, 3-part, primed, for rebated doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, noise level reduction rating I per DIN 4109, thermal rating I.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA timber internally-fitted frame, for mounting between walls, 73 x 50 mm, for rebated doors per DIN 18101, retrofitted MDF or multiplex core, for concealed installation in the frame rebate. Integrated mitre with special corner joint, hinge recess of metal, suitable for V 3400 WF or V 4400 WF with shortened hinge pins, striking plate. 

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R1" per DIN 18095, ceiling height with transom and top light. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-1 "HUGA R1" Framework: timber. Door thickness approx. 46 mm, solid chipboard panel, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA smoke-proof moulded door frame, 25mm thick, for flush doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA smoke-proof moulded door frame, 25mm thick, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel corner frame, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame, primed, for flush doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame 2-part for later installation, primed, for flush doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame for later installation, 3-part, primed, for rebated doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-1 "HUGA R3" per DIN 18095, thermal rating I. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and mark of conformity.

Smokeproof - Door RS-1 "HUGA R3" Framework: timber/timber derivative. Door thickness approx. 46 mm, tubular chipboard core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, hinges 2 x VS 3739 or VS 8939 nickel-plated, firesafe synthetic handle with short backplate, brown/white, door closer per EN 1154, silver-coloured, floor seal retractable: SK I (noise control level in testing = 33 dB).

HUGA steel wrap-around frame for later installation, 3-part, primed, for flush doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095. The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.
Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 45 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.
HUGA steel wrap-around frame for later installation, 3-part, primed, for rebated doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA timber face-fixed door frame for rebated doors per DIN 18101, for screwing onto masonry / concrete, cross-section 73x50 mm, clad frame core mitre-cut for visible or invisible mounting, integrated hinge recess and striking plate of metal.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with top face plate. The smokeproof-element forms a unity of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204. Door leaf/face plate counter-rebated. Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on masonry / concrete, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA smoke-proof moulded door frame, 25mm thick, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall, jamb and architraves of high quality E1 particle board.  Split jamb system, adjustable 15mm, architraves 16 x 60 with mitre joint, integrated hinge recess for the hinge components and striking plate, ready for wall mounting.

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel face-fixed door frame, primed, for rebated doors per DIN 18101, for screwing onto masonry / concrete, sheet metal 1.5 mm thick, architrave width 60 mm, rebate width 15 mm, door frame 50 mm thick, mounting holes countersunk

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel corner frame, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall anchors, sheet metal 2 mm thick, architrave width 35 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a masonry / concrete using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame, primed, for rebated doors, for mounting on a light plasterboard wall using cap anchors, sheet metal 1.5 mm thick, architrave width 35/65 mm, rebate width 15/15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on masonry / concrete using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame 2-part for later installation, primed, for rebated doors per DIN 18101, for mounting on lightweight plasterboard wall using wall washers, sheet metal 1.5 mm thick, architrave width 35/50 mm, rebate width 15 mm

Smokeproof - Element RS-2 "HUGA R2" per DIN 18095, ceiling-height with transom and top light.  The smokeproof-element forms a single unit of HUGA door leaf and frame with special fittings and inspection plate.

Smokeproof - Door RS-2 "HUGA R2" Framework of solid timber/timber derivative. Door thickness approx. 46 mm, solid chipboard panel core, double facing, D2 class adhesive per DIN EN 204.  Lock DIN 18250, punched for profile cylinder, backset 65 mm, inactive leaf with automatic flush bolt and switch lock, hinges per leaf 2 x VS 3739 or VS 8939 nickel-plated, firesafe-synthetic handle with short backplate, brown/white, inactive leaf with dummy handle, door closer per EN 1154, silver-coloured, door rebate seal around 3 sides, floor seal retractable. Top light with glazing beads of steel and ESG safety glass 8 mm clear.

HUGA steel wrap-around frame for later installation, 3-part, primed, for rebated doors per DIN 18101, for mounting with drilling screws through the architrave onto a light plasterboard wall (wall cavity: modular dimension width -15 mm, modular dimension height -5 mm), sheet metal 1.5mm thick, architrave width 35/50 mm, rebate width 15 mm

