HUGA Door K2, thermal rating II, stress group S, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 42 mm, core solid chipboard panel, double facing K2, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x V 0026 WF nickel-plated.

HUGA Apartment Entrance Door WET K2 SK II, noise level reduction rating II per DIN 4109, thermal rating II, stress group S, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 42 mm, core 3 x solid chipboard panel, double facing K2, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x V 0026 WF nickel-plated, floor seal retractable: SK II (noise control level in testing = 37 dB).

HUGA Apartment Entrance Door WET K2 SK III, noise level reduction rating III per DIN 4109, thermal rating II, stress group S, pre-hung per DIN 18101, appropriate for standard door frames or timber or steel. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 46 mm, core special sound insulation panel, double facing K2, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VS 3939 nickel-plated, door rebate seal around 3 sides, floor seal retractable: SK III (noise control level in testing = 42 dB).
HUGA Apartment Entrance Door WET K3, thermal rating III, stress group S, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 47 mm, core solid chipboard panel, double facing K3, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob,  punched for profile cylinder, hinges 2 x V 0026 WF nickel-plated.
HUGA Apartment Entrance Door WET K3 SK II, noise level reduction rating II per DIN 4109, thermal rating III, stress group S, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 47 mm, core 3 x solid chipboard panel, double facing K3, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x V 0026 WF nickel-plated, floor seal retractable: SK II (noise control level in testing = 37 dB).

HUGA Apartment Entrance Door WET K3 SK III, noise level reduction rating III per DIN 4109, thermal rating III, stress group S, pre-hung per DIN 18101, appropriate for standard door frames of timber or steel. Framework of solid timber/timber derivative, reinforced. Door thickness approx. 47 mm, core special sound insulation panel, double facing K3, D2 class adhesive per DIN EN 204. Lock DIN 18251, class 3, with one side handle/one side knob, punched for profile cylinder, hinges 2 x VS 3939 nickel-plated, door rebate seal around 3 sides, floor seal retractable: SK III (noise control level in testing = 42 dB).
