HUGA moulded door frame, stress group "M" per RAL-RG 426,  for rebated doors per DIN 18101, jamb and architraves of high quality E1 particle board, 25 mm thick. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm; split jamb system. Integrated hinge recess for the hinge washers V 3400 WF and striking plate. 

HUGA moulded door frame Exklusiv, stress group "M" per RAL-RG 426 for rebated doors per DIN 18101, jamb and architraves of high quality E1 particle board, 25 mm thick. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm; split jamb system rounded. Jamb with soft-formed edge. Integrated hinge recess for the hinge washers V 3400 WF and striking plate. 

HUGA moulded door frame flush, jamb und architraves of high quality E1 particle board, 25 mm thick. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm; split jamb system. Special-3D hinge recesses integrated for the hinges und striking plate.

HUGA moulded passageway-type door frame, jamb und architraves of high quality E1 particle board, 25 mm thick.  Architrave 16 x 60 mm, decorative architrave adjustable 30 mm; split jamb system. Jamb und architrave not bonded, to allow symmetrical mounting.

HUGA moulded double door frame, stress group "M" per RAL-RG 426, for rebated doors per DIN 18101, jamb and architraves of high quality E1 particle board, 25 mm thick.  Architrave 16 x 60 mm, adjustable 20 mm; split jamb system. Integrated hinge recess for the hinge washers V 3400 WF and striking plate. Minimum wall thickness 165 mm.

HUGA moulded door frame ceiling-height, stress group "M" per RAL-RG 426, for rebated doors per DIN 18101, jamb and architraves of high quality E1 particle board, 25 mm thick.  Architrave 16 x 60 mm, decorative architrave adjustable 15 mm; split jamb system. Frame with transom for top light or top face plate, or without transom for counter-rebated face plate/door leaf. Integrated hinge recess for the hinge washers V 3400 WF and striking plate.

HUGA moulded door frame ceiling-height, flush to the ceiling, for rebated doors per DIN 18101, jamb and architraves of high quality E1 particle board, 25 mm thick. Upright architraves 16 x 60 mm, adjustable 15 mm; split jamb system. Frame with transom for top light or top face plate, or without transom for counter-rebated face plate/door leaf. Integrated hinge recess for the hinge washers V 3400 WF and striking plate. 

HUGA moulded door frame as vestibule element, top light and side panel ready for glazing. Jamb and architraves of high quality E1 particle board. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm; split jamb system. Transom and stabiliser 110 x 68 mm. Skirting heights 100/247/400 mm. Integrated hinge recess for the hinge washers V 3400 WF and striking plate. 

HUGA moulded door frame double rebate, jamb, architraves and screen of high quality E1 particle board, 25 mm thick, for rebated doors per DIN 18101, architrave 16 x 60 mm, decorative architrave adjustable 15 mm;  Rebate architrave and jamb firmly bonded; split jamb system. Hinge recesses integrated for hinges VS 3939 and striking plate.

HUGA Variant-frame per DIN 18101. Jamb ready for installation and screen prepared for subsequent bonding. Total thickness approx. 26 mm. Jamb and architraves of high quality E1 particle board. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm, split jamb system.  Steel hinge recesses integrated for the hinge washers V 3400 WF and striking plate.

HUGA Variant commercial door frame, stress group "S" per RAL-RG 426 for heavy doors per DIN 18101. Jamb ready for installation and screen prepared for subsequent bonding. Total thickness approx. 26 mm. Jamb and architraves of high quality E1 particle board. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm, split jamb system.  Hinge recesses and striking plate fitted for attachment to the wall. 

HUGA Variant commercial door frame flush, for flush doors. Jamb ready for installation and screen prepared for subsequent bonding. Total thickness approx. 26 mm. Jamb and architraves of high quality E1 particle board. Architrave 16 x 60 mm, decorative architrave adjustable 15 mm, split jamb system. Hinge recesses VX 7602 3D with cover angle and special flush striking plate fitted, for attachment to the wall. 

HUGA Variant commercial double rebate flush-closing door frame, stress group "S" per RAL-RG 426 for flush-closing doors. Jamb ready for installation and screen prepared for subsequent bonding. Total thickness approx. 39 mm. Jamb and architraves of high quality E1 particle board; split jamb system. Decorative architrave 15 mm adjustable.  Hinge recesses VX 7602 3D with fitted cover angle and special flush striking plate, for attachment to the wall.

HUGA steel retrofitted door frame, 25 mm thick, for mounting over existing steel frames. Jamb and architraves of high quality E1 particle board; rebate architrave and jamb firmly bonded, architraves 28 x 80 mm, decorative architrave adjustable 15 mm, split jamb system. Integrated steel hinge recesses and striking plate.

HUGA timber face-fixed frame, for mounting on the wall, 73 x 50 mm, for rebated doors per DIN 18101, retrofitted MDF or multiplex core, for visible or concealed installation. Integrated mitre with special corner joint, hinge recess of metal, appropriate for V 8000 WF U or 8100 WF U, striking plate.

HUGA timber internally-fitted frame, for mounting between walls, 73 x 50 mm, for rebated doors per DIN 18101, retrofitted MDF or multiplex core, for concealed installation in the frame rebate. Integrated mitre with special corner joint, hinge recess of metal, suitable for V 3400 WF or V 4400 WF with shortened hinge pins, striking plate. 

HUGA steel face-fixed frame NL-1 / NL-2, for rebated doors per DIN 18101, option of TGL dimensions, metal 1.5 mm thick, architrave widths 60/75 mm,  4 mounting holes each side.
